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9001 Series LR

DIN41612 M Type Female

Material:

Housing: Thermoplastic Polyester Glass Filled UL94V-0.
Contacts: Copper Alloy.

Electrical Characteristics:

Current Rating: 2 A.

Dielectric Withstanding Voltage: AC 1000V.
Insulator Resistance: 1000M<2 min.

Contact Resistance: 20m£ max.

Operating Temperature: -55°C ~+125°C.

Features:
* Mates with Male 9001-91
9001-93
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Ordering information

9001- 9 4 42 06 c 0 D A

Series 4 Female Position  02: With 2 Coaxial or Power  C: Selective Gold ~ 00: G/F D:Dip Type  A: Tray Package
04: With 4 Coaxial or Power Plated
06: With 6 Coaxial or Power

08: With 8 Coaxial or Power
10: With 10 Coaxial or Power

* The Special Contacts Must be Ordered Separately, Pls Refer to Page CE02.

Information including designs, specifications and components may be changed or updated without notice.

CC34
R — http://www. I jow. top/ TEL:400-022-7728



Special Contact
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9001 Series & 9111 Series

TEL:400-022-7728

LRI

Picture P/N Description

LA-MR5001GxxB Din Coax Pin Male Right Angle Type
LA-FR5001GxxB Din Coax Pin Female Right Angle Type
LA-MS5001GxxB Din Coax Pin Male Straight Type
LA-FS5001GxxB Din Coax Pin Female Straight Type

R LA-ME5001GxxB Din Coax Pin Male Solder Type

B

— LA-FE5001GxxB Din Coax Pin Female Solder Type

(N E: ] LB-MS2001GxxB

LB-FS2001GxxB

Power Pin Male Straight Type

Power Pin Female Straight Type

LB-MR2001GxxB

LB-FR2001GxxB

Power Pin Male Right Angle Type

Power Pin Female Right Angle Type

LB-ME2001GxxB Power Pin Male Solder Type
LB-FE2001GxxB Power Pin Female Solder Type
Ordering information
LA- F R 50 01 G XX B
A:Din Coax Pin  F:Female  E: Solder 75:75 Ohm 01: Type G: Gold Plated 00: G/F Bulk Package
M: Male S: Straight 50: 50 Ohm ’ 10: 10 u"
R: Right Angle 15: 15 1"
30: 30 "
LB- F R 20 01 G XX B
B: Power Pin F: Female E: Solder 40: 40 AMP 01: Type G: Gold Plated 00: G/F Bulk Package
M: Male S: Straight 30: 30 AMP 10: 10 p"
R:Right Angle  20: 20 AMP 15:15 1"
10: 10 AMP 30: 30 "

Information including designs, specifications and components may be changed or updated without notice.
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