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5 5 SPECIFICATIONS
——2x0.60£0.10 DATE CODE AREA MATERIALS AND FINISHES:
@ (BY LASERS INSULATOR: THERMOPLASTIC, UL94 V-0,
. 00 CONTACTS: COPPER ALLOY.
D - : FUNCTION AREA PLATING: Au OVER Ni; TAIL AREA PLATING: Sn OVER Ni. L
MECHANICAL:
DURABILITY: 250 CYCLES
‘ PART NUMBER: INSERTION/EXTRACTON FORCE: 40N MAX. / 115N MAX.
= o Z-82 70000 xx000 PHYSICAL:
< X Ag@ 'L OPERATING TEMPERATURE:-55°C TO +85°C
1 fo =T APERREEL CONTACT RESISTANCE: 20m Ohms MAX.
\\\: PLATING TYPE: _TRAY VOLTAGE RATING: 30V AC RMS MAX.
@ 0=FUNCTION AREA: Auldu” - INSULATION RESISTANCE: 1000M Ohms Min.
9.60 TAIL AREA: Sn over Ni. CURRENT RATING: 0.5 A MAX.
1=FUNCTION AREA: AU30U" ___PRODUCT LOGO TYPE: RoHS DIRECTIVE COMPLIANCE:(LEAD-FREE) REFLOW CAPABLE TO 260+10°C,10SEC
1=WITHOUT LOGO UNITS NAME: ®
| B~~ [INCH SFP CONNECTOR ASSY. m““
|10 SMT TYPE NEXTRONICS ENGINEERING CORP.
GENERAL TOLERANCES: SART NO TITLE,
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